




BP Vanellus C6 Global 15W-40 is a high performance, long drain, versatile (diesel and 
gasoline) engine oil for use in most Euro 3 and older vehicles.

BP Vanellus  
C6 Global 15W-40
Versatile long drain engine oil

BP Vanellus C6 Global 15W-40 is recommended 
for mixed commercial fleets and is designed 
for use in vehicles that are operating under 
demanding conditions in all climates

Product Features and Benefits
Versatility; designed for use in diesel and •	
gasoline engines fitted in heavy duty  
trucks, vans, cars and off-highway vehicles 
and machinery
High levels of cleanliness, wear protection •	
and soot handling in turbo and non-turbo 
charged engines contributing to longer engine 
life and reduced maintenance costs
Allows long drain intervals in accordance •	
with selected engine manufacturers’ 
recommendations
Provides excellent protection against engine •	
wear and deposit accumulation

Specifications
API CH-4 / SJ•	
ACEA E3/E5/A3•	
MB 228.3•	
MAN M3275•	
Volvo VDS-2•	
Cummins CES 2007/6/7•	
Mack EO-M Plus•	
RVI RLD•	
CAT ECF-1•	

For a full Technical Data Sheet and Safety Data Sheet, please visit www.bp.com/uk

Grade Code: J540
Bulk 0001
208L 1570
20L Monty 2801
Bulk 1000L 9998

HD/00104



BP Vanellus C6 Global Plus is a high performance fuel efficient, long drain,  
versatile (diesel and gasoline) engine oil for use in Euro 3 and older vehicles.

BP Vanellus C6  
Global Plus 10W-40
Versatile long drain fuel efficient engine oil

BP Vanellus C6 Global Plus is specifically 
recommended for mixed commercial fleets and 
is designed for use in vehicles that are operating 
under demanding conditions in all climates.

Product Features and Benefits
Versatility; designed for use in diesel and •	
gasoline engines fitted in heavy duty  
trucks, vans, cars and off-highway vehicles 
and machinery
High levels of cleanliness, wear protection •	
and soot handling in turbo and non-turbo 
charged engines contributing to longer engine 
life and reduced maintenance costs
Fuel efficient compared to conventional •	
15W-40 mineral engine oils contributing to 
reduced operating costs
Lower fuel consumption and exhaust •	
emissions means less harm to the 
environment
The SAE 10W-40 viscosity grade provides •	
good low temperature oil flow properties to 
enable rapid lubrication after cold starting
Allows long drain intervals in accordance •	
with selected engine manufacturers’ 
recommendations
Provides excellent protection against engine •	
wear and deposit accumulation

Specifications
API CI4/SJ•	
ACEA E3/E5/E7•	
MB 228.3•	
MAN M3275•	
Volvo VDS-2•	
Cummins CES 20071/2/6/7/8•	
Mack EO-M Plus•	
RVI RLD•	
MTU Type 2•	
ZF TE-ML-03A•	
CAT ECF-1•	

For a full Technical Data Sheet and Safety Data Sheet, please visit www.bp.com/uk

Grade Code: J494
Bulk 0001
208L 1570
20L Monty 2801
Bulk 1000L 9998

HD/00103



BP Vanellus E7 Plus has been developed to provide high levels of protection in modern European 
heavy duty commercial diesel engines, including Euro 4/5 vehicles requiring the ACEA E7 specification 
(not suitable for vehicles requiring a low SAPS formulation).  BP Vanellus E7 Plus 10W-40 uses 
carefully selected non-conventional base oils, together with high performance additive technology.  

BP Vanellus  
E7 Plus 10W-40
Extended drain, high performance diesel engine oil

Product Features and Benefits
Excellent protection throughout the oil drain •	
interval in the latest European diesel engines 
contributing to lower maintenance costs
Extended oil drain intervals in accordance •	
with engine manufacturer’s recommendations 
reduces vehicle maintenance costs
The SAE 10W-40 viscosity grade provides •	
good low temperature oil flow properties to 
enable rapid lubrication after cold starting
Provides excellent protection against  •	
engine wear, good low temperature fluidity, 
high temperature viscosity retention and 
volatility control
Maintains excellent performance over •	
extended oil drain intervals

Specifications
ACEA E4/E5/E7•	
API CF•	
MB 228.5•	
MAN M3277•	
RVI RXD•	
Meets DAF Extended Drain Requirements•	
Volvo VDS-2•	

For a full Technical Data Sheet and Safety Data Sheet, please visit www.bp.com/uk

Grade Code: J491 
Bulk 0001
208L 1570
20L Monty 2801
4x5L 7019

HD/00102



BP Vanellus E8 Ultra is a fully synthetic 5W-30 diesel engine oil developed to deliver fuel 
economy to heavy-duty commercial vehicles and has been approved by major European 
OEMs for use at their maximum oil drain service intervals.  

BP Vanellus  
E8 Ultra 5W-30
Ultimate performance fuel-efficient synthetic lubricant for Euro-Diesel Engines

BP Vanellus E8 Ultra 5W-30 is suitable for 
modern vehicles, including Euro 4/5 vehicles 
requiring the ACEA E7 specification (not suitable 
for vehicles requiring a low SAPS formulation).

Product Features and Benefits
Outstanding fuel economy to reduce •	
operating costs (additional savings will be 
achieved if combined with Energear SHX-M  
or Autran LTF)
Less harm to the environment as a result of •	
low oil consumption reduced fuel consumption 
and reduced exhaust emissions. Diesel 
Particulates are reduced by more than 15%
Satisfies the longest engine manufacturer’s •	
oil drain specifications to maximise vehicle 
availability and reduce maintenance costs
The highest levels of engine cleanliness, wear •	
protection and soot handling to maximize 
engine life and control oil consumption
Unsurpassed protection in the latest  •	
European diesel engines to reduce vehicle 
maintenance costs
The SAE 5W-30 viscosity grade provides •	
excellent low temperature oil flow properties 
to enable rapid lubrication after cold starting, 
when the majority of wear occurs
Outstanding protection against wear and •	
deposit accumulation as well as the highest 
levels of soot handling

Specifications
SAE 5W-30•	
ACEA E4/E5/E7•	
MB 228.5•	
MAN M3277•	
Volvo VDS-2•	
Scania LDF•	
RVI RXD•	
Cummins CES 20072 / 77•	
MTU Type 3•	
Mack EO-M Plus•	

For a full Technical Data Sheet and Safety Data Sheet, please visit www.bp.com/uk

Grade Code: J635
Bulk 0001
208L 1570

BP Vanellus E8 Ultra is a fully synthetic 5W-30 diesel engine oil developed to deliver fuel 
economy to heavy-duty commercial vehicles and has been approved by major European 
OEMs for use at their maximum oil drain service intervals.  

BP Vanellus  
E8 Ultra 5W-30
Ultimate performance fuel-efficient synthetic lubricant for Euro-Diesel Engines

Grade Code: J635
Bulk 0001
208L 1570

HD/00101




